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DATA SHEET

ALAAA1210720 - Interruptor 2 mdduostactil + remoto, 3 bot&é, frontal

rosa

DESCRIGAO DO PRODUTO:

T 3

1P54 AC210-250V AC220V Interior

Sensor tactil, -30°C +70°C
Sensor

PR

o

CE, RoHS,
ECORAEE

CARACTERISTICAS TECNICAS:
Protecao IP
Tensdo de Funcionamento
Alimentacao
Interior-Exterior
Sensores
Temperatura de Trabalho
Certificados
Obsoleto (Y/N)

DETALHES:

P

IP54

AC210-250V

AC220V

Interior

Sensor tactil, Sensor proximidade
-30°C +70°C
CE, RoHS, ECORAEE
Y

Interruptor duplo de 2 corpos com 3 ligados em cor rosa com funcdo de controle remoto (via RF). Interruptor

elétrico de Encastrar com corpo de aluminio e Painel frontal tactil iluminado de cristal temperado com

acabamento de alta qualidade e desenho minimalista.

AVISO: Dados sujeitos a alteracdo sem aviso. Excepto erros ou omissoes. Assegure-se de usar sempre o ficheiro mais recente.
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Perceive the essence through the appearance

DATA SHEET
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GALERIA DE IMAGENS:
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Backlight Indicator {

luminated more considerate
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Fire retardant

Toughened glass with perfect fire resistance L
l ensures the highest security

Luxury crystal
Glass panel

DAval\zb\e for humid operation
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Touch screen Electronic Flame retardant
board chipset bottom base
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» Crystal Texture

Combine wall switch with fashion

AVISO: Dados sujeitos a alteracdo sem aviso. Excepto erros ou omissoes. Assegure-se de usar sempre o ficheiro mais recente.
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